ValueSpec is an advocacy of NELTEX to encourage
Designers, Developers & Stakeholders to place Value in
their Specifications. The notion is: “To get the right Quality,
everyone must place Value on Specification Writing.”

NELTEX PPR Specifications

Neltex PPR Pipe Pipe to Conform to ISO 15874

Composition Polypropylene random copolymers resins

Jointings Socket Type: using the Neltex Fusion Machine that homogeneously
bonded.

Toxicity Pipes to be Heavy Metal Free (HMF) as validated through Inductively
Coupled Plasma Optical Emission Spectrometry (ICP-OES) method.

Markings Pipes to be marked using Continuous Ink Jet (ClJ) Printing Method
with traceability codes

PPR PIPE PN10 PPR PIPE PN20
NOMINAL SIZE Min. PIPE THICKNESS NOMINAL SIZE Min. PIPE THICKNESS
20mm 1.9mm 20mm 3.4mm
25mm 2.3mm 25mm 4.2mm
32mm 2.9mm 32mm 5.4mm
40mm 3.7mm 40mm 6.7mm
50mm 4.6mm 50mm 8.3mm
63mm 5.8mm 63mm 10.5mm
75mm 6.8mm 75mm 12.5mm
90mm 8.2mm 90mm 15.0mm
110mm 10.0mm 110mm 18.3mm

NELTEX is the largest Plastic Pipe manufacturer in the
Philippines with over 30,000MT production capacity of
HMF PVC Pipes & Fittings. We introduced Plastic Piping
to the country in 1957 & we are Proud2B both market &
innovation leader to date.
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Washington Tower, Asiaworld City, Tambo, Parafiaque

Tel. No.: (632) 879-7777
Fax No.: (632) 879-3777

Visit our website and facebook page:

& www.neltex.com
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